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CXNDITlOO OF APPROVAL: 

1. Before concrete for foundation is placed, approvals fran Public Works and 
Inspection Services ITO..lst be obtained. (A 24 hour notice is required prior to 
inspection) . 

2 • Precaution rrnst be taken to protect concrete frem freezing. 

3. It is strongly recc:mre.nded that a register land smveyor check all foundation 
forms before concrete is placed. This is done to veri£y that the proper setbacks 
are ITBintained.. 

"* 4. All vertical O?2..,"1.ingS shall be enclosed with construction having a fire re~ting 
of at least one (1) 1'.r., including fire doors with selfclosers. c: 

+5. Each apar1::rn2nt ::;h2..l1 have access to (2) separate, renDte and approved rreans
 
of egress. A single exit is acceptable whe....1 it e.xits directly fran the aparbrent
 
to the building exterior with no cc::mnunicctions to other apart:rren"c:. LIDits.
 

6. The roiler shall be prote::::ted by enclosing with one (1) hour fire rated 
construction including fire doors and ce.U-ing, or by providing autam.t~c 
extinguishrrent. SprinJder piping serving not. rrore than six sprinklers IT2.Y be 
connec:ted. to a darestic water supply ~stem luving a capacity sufficient to provide 
0.15 gallons per minute, per square foot of floor throughout the entire area. An 
lliDIClITnK; shut-off vc..lve shall be ir...staD..ed in an accessible locc..tions between the 
sp:::-inkler and the conne:::tion to the da:rest.ic water supply. P..i.."l..irrrnn .r::"'?'= size shall 
be 3 / 4 inch cOP.?"'.....I or 1 inch steel. MaYi.nurn coverage area of a. residen~ 
sprinkler is 144 square feet per sprinkler. 

;h 7. Every sleeping rcx:m belCM' the fourth story in buildings of Use Groups R and I-I 
shall have at least one operable windCM' or exterior door approved for errergency 
egress or rescue. The units must be O?"-rable fran the inside opening without the 
use of special knCM'ledge or separate tools. Where windo;..'S are provided as a rreans 
of e--::ress or rescue, they shall have a si..ll height not rrore than 44 inches (1118 
rrm) cJ:x:we the floor. All egress or rescue windCM'S fran sleeping rocrn must have 
minim..rm net clear oJ?2.I1ing height d.irren.sion shall be 24 inches (610 rrm). The 
minim..rrn net clear oJ?2.I1ing width ciirrension shall be 20 inches (503 rrm), and a 
mini..mum net clear opo'Jling of 5. 7 sq.:ft. 
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<; 8. J-~l sin;le a..~ r.ul~;:>le s+.....ation s:;roLe detecto::-s shall be cf an atJ?-.--o-oved ~ype
 

arxi shall be in.s-.....alled iT") ~o~ ....'it...'"J the prewision.s of the tx.lildin~ code
 
919.3.2 (BOCA Natio~ B~din; Code 1993),and NF?A 101 Chapter 18 & 19. (~e 

detectors shall be installed and mainta.i.ned at the follCMing loc:ations) : 
1 . In the im.:red.i.ate vicinity of bed.rcxxns 

2. In all bedrocms 
3. In each story within a dwelling unit, including ba.s.€trents 

9. Private garages lo::::ated. beneath habitable rocrns in cccupancies in Use Q:.-o:Jp 
R-l, R-2, R-3 or I-I shall be separated fran adjacent interior spaces by Fi::.~ 

partitions and floor/ceiling assembly ; lies wi-.ich are constructed wiili not less 
than I-hour fire resisting rating. Private garages attached side-by-side to rcx:ms 
in th3 above occupancies shall 1Y2 ccrnpletely separated. fran the interior S?3ces and 
the attic area by rre.ans of 1/2 inch gypsum board or the equivalent applic-: to the 
garage side. (Chapter 4 section 407.0 of the BOCA/1993). 

10. Guardrails & Handrails - A guardrail system is a system of biliding ccmponents 
10~ated near the open sides of elevated \W1Lking surfaces for the purpose of 
i.LLnimizing the possibility of an accidental fdl frcrn the walking surface to the 
lower level. MiniJm.rrn height all Use Group 42", except Use Group R v.mch is 36". In 
cccupancies in Use Group A, B, H-4, II, 1-2 M and R and public gara-3es and 0?211 

parking structures, oJ?E'D guards shall have talusters or be of solid rraterial such 
that a sphere with a d.iarreter of 4" cannot pass through any op21ling. GJ.urds shall 
not have an orn.arrentaJ. pattern that would provide a ladder effect. 

~1. All eY.it signs, lights and rreans of egress lighting shall be done 1-'1 

acc:-roance ",>ith Chapter 10, section & subse:±ions 1023.& 1024.0 of the City's 
bill lding code (The BOCA National Building Code/1993). 

lL.. StaiJ;=" constructiof' in Use Group R-3, R-4 is a :mi.ninnJ:m of 9" tread and 8-1/4" 
rraxJ..lTUffi rlse. 

13 . Headroom in habitable space is a :m.i.ni.rrrnn of 7 I 6" . 

14 . The rn.i.n.irru.Jrn headrcx:m in all parts of a stai.J:way shall not be less than 8° 
inches. 

15. All consb:uction and derrolition debris nust be disposed at the City's 
authorized reclarralion site. The fee rate is attached.. Proof of such disposal 
rrust be furnished. to the office of Inspection services befo:::e final certi£icate or 
occupa.ncy is issued or derrolilion pennit is granted. 

16. Section 25-135 of the l-unicipal Code for the r:i.ty of Portland sta-..:.~s: "lb 
po-rson or utility shall be graJ1ted a J?8.D1lit to e.xc. :,;ate or o:;?pJl 2.!Jy st..:!..-eet 01: 

sidewaJJc fran the tirre of Nav~ 15 of each year to April 15 of "'d1e follo.--ing 
year" . 

17. The builder of a facility to which Section 4594-C of the P..air>e S~te Hurran 
Rights ~~, Title 5 ~~~ ~efers, shall obtain a certification from a design 
p:::-ofessional that the plans of the faciJ.ity rreet the standards 0: con....~...J:Uct.ion 

required by this sec-cion. Prior to cc:mre..-x:ing construction of L'l'2 facili:.-y, the 
bc:..ilder shall Ql...~t ~he cert j ficati.on to the Division of Inspecti-on Services. 
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